








TRUCK MOUNTED BOOM PUMP 
(VIDYUT SERIES)
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SALIENT FEATURES

 
XEED one side support - Optional 
XEED control system allows boom to be operated safely 
in tight spaces with partial opening of outriggers  
Standard with machine 

Diagnostic Display - Optional 
Diagnostic display on control panel allows to operator to 
have a complete view of critical machine parameters 
One stop diagnosis station for operator tracking of output 
per unit (m3/unit) available 

Remote Control
Cable remote as standard with all machines 
State-of-the-art ergonomic & lightweight cable remote 
control available on request

IoT - Optional
Interactive real-time dashboards of critical machine 
parameters available, compatible with all mobile devices

Cable Drum - Optional
Feasibility of operating away from a power source with 
the provision of a 30-meter cable mounted on a drum

Applications 
The vidyut series Boom Pump in completely powered by 
three phase site power for concrete pumping and boom 
actuation operations
Machines can be used various settings such as precast 
casting yards, cement factory sites, aluminum factory sites 
and various other infra project sites where three phase 
power is available  

Robust Electric Powertrain 
World’s only pure electrical Truck Mounted Concrete 
Boom Pump-Patent Applied 2024
The machine uses site three phase mains to power a set of 
induction motors that drive the hydraulic circuits and 
operate the machine 
Induction motors are low maintenance, industry 
recognized and higher efciency in comparison with diesel 
engines. 
Enhanced service life due to electric motor  
Enhanced power transmission efciency due to direct 
drive 

Fuel-free Operations
The machine is completely fuel-free for concreting 
operations
Zero risk of down time due to fuel shortage or fuel theft 

Flexibility at Site
Machine comes with a cable reeling drum and 30m of 
electric cable allowing easy machine relocation on-site 
Reduced erection & commissioning time 

Safe Operations
Electrical system designed for safety 
Electrical and hydraulic interlocks for operator safety 
Centralized diagnostic panel for troubleshooting 

Centralized Oil Lubrication System: 
For selected points & also easy access, manual grease 
lubrication system to all points 

State-of-the-art Materials 
High strength alloy steel gives maximum strength & 
performance and minimum weight of the structure 

Robust Open Loop Control System 
Hydraulic system with proven track record in stationary 
concrete pumps 

Hydraulic Control Block 
Two-handed control of outriggers ensures safe operation



SALIENT FEATURES

The 'Z' fold boom design facilitates access to tight corners.

Minimal boom bounce is achieved through the synergy between the boom control valve and the load-holding valve.-

The standard 90º bend in the pipeline helps reduce  the intensity.

FLEXIBLE
BOOMS



“X” Outriggers provides the best stability for the machine during its operation

with OSS the boom pump can be operated while supported on one side, providing a good working range
of 135º accessible area

XEED one side support 

IoT-Remote data monitoring 



Note: Performance of equipment is based on standard working conditions. Design / Specications can be changed without prior notice

DATA SHEET

*New regulation for two axle chassis (6X4) the GVW is specified as 28000kg 

 

CONCRETE PUMP

Model Specication

Concrete Output Max. Theoretical

Concrete Pressure Max. Theoretical

No. of Strokes / Min

Delivery Cylinder Diameter

Piston Stroke Length

Hydraulic Transmission Ratio (Rod Side)

Easy Clean Hopper Capacity

Water Tank Capacity

Unit

m³/hr

Bar

nos

mm

mm

37.09

85/58

54/80

25/17

230

1400

 1:6.5/1:4.37

600

205

Ltrs

Ltrs

BOOM

Arms  

Boom Folding   

Parameters   

Chassis Allowable GVW  

Horizontal Reach (max.)  

Vertical Reach (max.)  

Reach Depth  

Unfolding Height  

Slewing Range  

Delivery Line Diameter  

Length of End Hose (dn 125)  

Max. Hydraulic Pressure  

Electrical System  

Power Drive Electric Motor  

Power Drive Electric Motor 

Unit 
nos 

kg 

m 

m 

m 

m 

Deg. 

mm 

m 

Bar 

V 

37.09 ZX

4

Z

28000

31.82

36.75

23.7

8.4

125

4

360

24

90 
( Boom Operation)

kW 
kW 

365º

(Concrete pump) 

18.5
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